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งานวิจัยน้ีมีวัตถุประสงคในการศึกษาคุณสมบัติพื้นฐานและความตานทานตอซัลเฟตของ
ซีเมนตมอรตารที่ใชกากแรแคลไซตแทนทรายคัดขนาดคละตามมาตรฐาน ASTM C33 และขนาด
คละตามธรรมชาติ โดยใชกากแรแคลไซตแทนทรายในสัดสวนรอยละ 0, 10, 20, 30, 40 และ 50
โดยนํ้าหนักของมวลรวม กําหนดใชอัตราสวนระหวางปูนซีเมนตตอนํ้าที่ 0.59 ทดสอบกําลังอัด
ของมอรตารที่อายุ 1, 3, 7 , 28 และ 60 วัน รายงานผลการทดสอบการหดตัวแหง การตานทานตอ
ซัลเฟตที่อายุการแชในสารละลาย 112 วัน

ผลการทดสอบพบวามอรตารที่ใชกากแรแคลไซตแทนทรายควบคุมขนาดคละตาม
มาตรฐาน สงกระทบตอกําลังอัดเพียงเล็กนอย (ลดลงรอยละ 4 ถึง 7) เมื่อใชทรายขนาดคละตาม
ธรรมชาติสงผลใหกําลังอัดลดลงสูง (ลดลงรอยละ 3 ถึง 15) และมีแนวโนมลดลงตามการเพิ่มขึ้น
ของแคลไซต คุณสมบัติทางกายภาพดานการหดตัวแหงของมอรตารทุกสัดสวนผสมสงผลแตกตาง
กันเพียงเล็กนอยโดยมีรอยละการหดตัวแหงที่ใกลเคียงกัน สวนการตานทานตอซัลเฟต เน่ืองจากแช
ในสารละลายโซเดียมซัลเฟตและแมกนีเซียมซัลเฟต ดานการสูญเสียนํ้าหนักของมอรตาร ปรากฏ
วาผิวของมอรตารยังไมเกิดการกัดกรอนเน่ืองจากสารละลาย  จึงสงผลใหไมเกิดการสูญเสียนํ้าหนัก
มีเพียงแครอยแตกราวที่ผิวเพียงเล็กนอยเทาน้ัน การขยายตัวแชในสารละลายโซเดียมซัลเฟต ของ
มอรตารทรายลวนและที่ใชปูนซีเมนตปอรตแลนดประเภทที่ 1 มีการขยายตัวสูงสุดและมากกวามอร
ตารที่ใชทรายคัดขนาดคละเล็กนอย   การใชกากแรแคลไซตแทนทรายทั้งสองขนาดคละมีแนวโนม
ขยายตัวลดลงตามปริมาณการเพิ่มขึ้นของกากแรแคลไซต  และมีการขยายตัวใกลเคียงกันใน
สารละลายทั้งสองชนิด  การใชกากแรแคลไซตแทนทรายในปริมาณที่สูง (รอยละ 40 และ 50) มีการ
ขยายตัวตํ่าใกลเคียงกับมอรตารที่ใชปูนซีเมนตปอรตแลนดประเภทที่ 5
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This research was conducted to study physical properties and the sulfate

resistance of cement mortar.  Calcite was used to replace the sand classified the sizes

according to ASTM C 33 and as-received sand at the 0, 10, 20, 30, 40, and 50% by

weight. The water to cement ratio  for mixing mortar was 0.59 and the compressive

strength of mortars was determined at the ages of 1, 3, 7, 28, and 60 days. Drying

shrinkage and expansion due to sulfate attack were reported at the 112 days.

The results showed that use of calcite to replace the sand resulted in slightly

decreasing in compressive strength of the classified sand mortar (4-7%) but it

provided highly decreasing in compressive strength of mortar using as-received sand

(3-15%). These results suggested that the compressive strength of  mortar decreased

with the increasing of calcite replacement. In addition, the result of the physical

properties of each mortar showed slightly different in term of drying shrinkage. For

sulfate attack , the surface of mortars had small cracks and weight loss of mortar was

not observed during the experiment. The mortar using Portland cement type I and as-

received sand showed the highest expansion due to sulfate attack after being

immersed in sodium sulfate solution and this expansion result was slightly higher
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than mortar using the classified sand immersed in the same sulfate solution. It should

be noted that, the expansion of mortar due to sulfate attack  decreased when the

replacement of calcite was increased. Moreover, the expansion of mortar containing

high volume of calcite was slightly lower than the mortar using Portland cement type

V.
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