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    ปัญหาน ้ าสูญเสียในระบบส่งจ่ายมีผลกระทบโดยตรงต่อกิจการของการประปาส่วน
ภูมิภาค  การลดน ้ าสุญเสียจึงเป็นนโยบายหลกั  วตัถุประสงคข์องการศึกษาคร้ังน้ีคือหาต าแหน่งท่อ
ส่งจ่ายน ้ าประปาร่ัวด้วยแบบจ าลอง EPANET โดยแบ่งขั้นตอนการศึกษาออกเป็น 2 ส่วนคือ 1)
ทดสอบหาต าแหน่งท่ีน ้ าร่ัวในหอ้งปฏิบติัการ  และ 2) การจ าลองหาต าแหน่งท่ีน ้ าร่ัวดว้ยแบบจ าลอง 
EPANET โดยใช้ท่อ PBขนาด 50 มม.ในการทดสอบ  ท าการติดตั้ งเคร่ืองวดัอตัราการไหลและ
แรงดันท่ีจุดเร่ิมตน้ และจุดส้ินสุดของช่วงท่อท่ีท าการทดสอบ จากนั้นก าหนดต าแหน่งท่ีน ้ าร่ัว
ระหว่างช่วงท่อ  โดยท าการจ่ายน ้ าเขา้เส้นท่อดว้ยอตัราการไหลและแรงดนัท่ีแตกต่างกนั  ทดสอบ
จ านวน 6 คร้ัง  น าค่าอตัราการไหลและแรงดนัท่ีไดจ้ากการทดสอบไปเป็นขอ้มูลในการจ าลอง 
EPANET  ผลการทดสอบพบว่า  เม่ือเปรียบเทียบการทดสอบจากห้องปฏิบติัการทั้งหมด 6 คร้ังกบั
แบบจ าลอง EPANET  มีค่าร้อยละความคลาดเคล่ือนเฉล่ียเท่ากับ 21.54 (คิดเป็น -7.15)  ดังนั้ น
สรุปผลการศึกษาหาต าแหน่งท่อส่งจ่ายน ้ าประปาร่ัวดว้ยแบบจ าลอง EPANET  พบว่ามีค่าความ
คลาดเคล่ือนเฉล่ียอยู่ในช่วงท่ีสามารถยอมรับได้  เน่ืองจากในทางปฏิบัติการเปิดพื้นท่ีเพื่อหา
ต าแหน่งร่ัวตอ้งเปิดพื้นท่ีเป็นระยะทาง 6-8 ม.  
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            The loss of water in the transmission system has a direct impact on the 

operation of the Provincial Waterworks Authority. Reducing water consumption is the 

main policy. The purpose of this study was to determine the location of the water 

supply pipeline leakage with the EPANET model. The study was divided into 2 parts: 

1) water leakage in the laboratory and 2) Leakage with EPANET model using a 50 

mm PB pipe for testing. Install the flow and pressure gauge at the start. And the end 

of the test pipeline range. then determine where the water leaks between the pipeline. 

The flow rate and pressure were tested for EPANET simulation results. Compared 

with all 6 laboratory tests. Calculate the flow rate and pressure from the test to the 

EPANET simulation data. The result found that the average error rate was 21.54 (-

7.15). Therefore, the results of study pipeline leakage position with EPANET model, 

The average error is acceptable. In practice, open space to locate the leak must open 

the space to a distance of 6-8 m. 
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